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Table I.  Change Table: This table identifies existing L4 requirements that are to be deleted.

LEVEL_4 id object
_key

rel req_type req_status verification_s
tatus

verification_
method

text

C-CSS-
02000

  7230 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server shall be physically and functionally identical
to the Enterprise Monitoring Server in supporting
the CSMS requirements.

C-CSS-
02010

  7231 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server shall share data with the Local
Communications Server in supporting the CSMS
requirements.

C-CSS-
02020

  7232 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server shall preserve DAAC autonomy of
operations.

C-CSS-
02030

  7233 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server shall host the CSS software configuration
items to create, with the Enterprise Monitoring
Server and Management Workstations, an enterprise
monitoring and coordination center for the ECS.

C-CSS-
02100

  7235 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server processor shall include a dedicated terminal
to be used as a local systems operations console.

C-CSS-
02110

  7236 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server processor shall be capable of expansion with
additional quantities and types of peripherals.

C-CSS-
02130

  7238 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server processor shall have the capability to support
a POSIX compliant IEEE 1003.1 operating system
(UNIX).

C-CSS-
02140

  7239 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server processor terminal shall be compatible with
the Management Workstation display device.

C-CSS-
02200

  7240 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server data storage shall be compatible with POSIX
compliant operating systems from several vendors.

C-CSS-
02210

  7241 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server data storage shall be compatible with the
Communications Server short-term data storage.
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C-CSS-
02220

  7242 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server data storage shall support RAID level-5:
striping with interleaved parity.

C-CSS-
02230

  7243 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server data storage shall have the following hot
swappable components: a.  Disks b.  Power
Supplies c.  Fans d.  Disk-array controllers

C-CSS-
02240

  7244 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server data storage shal be cross-strapped with the
Enterprise Monitoring Server  data strorage in
supporting the CSMS requirements.

C-CSS-
02250

  7245 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server data storage shall be capable of archiving data
to the ECS Data Server archive for data archive.

C-CSS-
02260

  7246 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server data archive shall adhere to ECS data server
archival requirements for data storage and retrieval.

C-CSS-
02300

  7247 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server peripheral disk drives shall be capable of
retrieving data stored from both the Enterprise
Communications server data storage and data
archive.

C-CSS-
02400

  7248 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server peripherals shall support at least one tape
drive.

C-CSS-
02410

  7249 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server peripheral tape drive shall have the following
characteristics: a. 4mm Digital Audio Tape format b.
Accept industry standard magnetic 4mm DAT (i.e.
DDS-90)

C-CSS-
02420

  7250 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server shall provide a peripheral tape drive.

C-CSS-
02430

  7251 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server tape drives shall be upgradeable/replaceable
within the same product family.

C-CSS-
02500

  7252 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server peripherals shall support at least one CD-
ROM drive.

C-CSS-   7253 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
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02510 Server peripheral CD-ROM drive shall have the
following characteristic: a. Accept 600MB Compact
Disk

C-CSS-
02520

  7254 B0 functional approved unverified test The CSS-DCHW CI Enterprise Communications
Server peripheral CD-ROM drives shall be
upgradeable/replaceable within the same product
family.

C-CSS-
02600

  7255 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
shall be physically and functionally identical to the
Local Management Server in supporting the CSMS
requirements.

C-CSS-
02610

  7256 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
shall share data with the Enterprise Communications
Server in supporting the CSMS requirements.

C-CSS-
02620

  7257 B0 functional approved unverified test The Local Communications Server shall be
configurable according to local DAAC user
authentication/authorization policy and preserve
other DAAC autonomy of operations.

C-CSS-
02630

  7258 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
shall host the CSS software configuration items to
create, with the Local Management Server and
Management Workstations, a local system
management center for each ECS DAAC.

C-CSS-
02700

  7259 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
processor shall include a dedicated terminal to be
used as a local systems operations console.

C-CSS-
02710

  7260 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
processor shall be capable of expansion with
additional quantities and types of peripherals.

C-CSS-
02720

  7261 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
processor shall be upgradeable/replaceable within
the same product family without major software
modification or replacement of any peripheral or
attached component.

C-CSS-
02730

  7262 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
processor shall have the capability to support a
POSIX compliant IEEE 1003.1 operating system
(UNIX).

C-CSS-   7263 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
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02740 processor terminal shall be compatible with the
Management Workstation display device.

C-CSS-
02800

  7264 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
data storage shall be compatible with POSIX
compliant operating systems from several vendors.

C-CSS-
02810

  7265 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
short-term data storage shall be compatible with the
Enterprise Communications Server intermediate-
term data storage.

C-CSS-
02820

  7266 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
data storage shall support RAID level-5: striping
with interleaved parity.

C-CSS-
02830

  7267 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
data storage shall have the following hot swappable
components: a.  Disks b.  Power Supplies c.  Fans
d.  Disk-array controllers

C-CSS-
02840

  7268 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
data storage shall be cross-strapped with the Local
Management Server short-term data storage in
supporting the CSMS requirements.

C-CSS-
02850

  7269 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
data storage shall be capable of archiving data to the
ECS Data Server archive.

C-CSS-
02860

  7270 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
data archive shall adhere to ECS Data Server
archival requirements for data storage and retrieval.

C-CSS-
02900

  7271 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
peripheral disk drives shall be capable of retrieving
data stored from both the Local Communications
server data storage and data archive.

C-CSS-
03000

  7272 B0 functional approved unverified test The CSS-DCHW CI  Local Communications Server
peripherals shall support at least one tape drive.

C-CSS-
03010

  7273 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
peripheral tape drive shall have the following
characteristics: a. 4mm Digital Audio Tape format b.
Accept industry standard magnetic 4mm DAT (i.e.
DDS-90)

C-CSS-
03020

  7274 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
shall provide a peripheral tape drive.
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C-CSS-
03030

  7275 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
tape drives shall be upgradeable/replaceable within
the same product family.

C-CSS-
03100

  7276 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
peripherals shall support at least one CD-ROM
drive.

C-CSS-
03110

  7277 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
peripheral CD-ROM drive shall have the following
characteristic: a. Accept 600MB Compact Disk

C-CSS-
03120

  7278 B0 functional approved unverified test The CSS-DCHW CI Local Communications Server
peripheral CD-ROM drives shall be
upgradeable/replaceable within the same product
family.

C-CSS-
03200

  7279 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server shall
share data with the Enterprise Communications
Server in supporting the CSMS requirements.

C-CSS-
03210

  7280 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server shall
preserve DAAC autonomy of operations and
aggregate all ECS DAAC
authentication/authorization policies by user type and
DAAC, to provide a integrated view of ECS for user
registration, account administration, and
authentication/authorization to ECS services.

C-CSS-
03300

  7283 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server
processor shall include a dedicated terminal to be
used as a local systems operations console.

C-CSS-
03310

  7284 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server
processor shall be upgradeable/expandable with
additional quantities and types of peripherals.

C-CSS-
03320

  7285 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server
processor shall be upgradeable/replaceable with the
same product family without the need for any
perturbation of any software or replacement of any
peripheral or attached component.

C-CSS-
03330

  7286 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server
processor shall have the capability to support a
POSIX compliant IEEE 1003.1 operating system
(UNIX).

C-CSS-   7287 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server
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03340 processor terminal shall be compatible with the
Management Workstation display device.

C-CSS-
03400

  7288 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server data
storage shall be compatible with POSIX compliant
operating systems from several vendors.

C-CSS-
03410

  7289 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server data
storage shall be capable of archiving data to the ECS
data server archive for long-term storage and
software/toolkit safestore.

C-CSS-
03420

  7290 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server data
archive shall adhere to ECS data server archival
requirements for data storage and retrieval.

C-CSS-
03500

  7291 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server
peripherals shall support at least one tape drive.

C-CSS-
03510

  7292 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server
peripheral tape drive shall have the following
characteristics: a. 4mm Digital Audio Tape format b.
Accept industry standard magnetic 4mm DAT (i.e.
DDS-90)

C-CSS-
03520

  7293 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server shall
provide a peripheral tape drive.

C-CSS-
03530

  7294 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server tape
drives shall be upgradeable/replaceable within the
same product family.

C-CSS-
03600

  7295 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server
peripherals shall support at least one CD-ROM
drive.

C-CSS-
03610

  7296 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server
peripheral CD-ROM drive shall have the following
characteristic: a. Accept 600MB Compact Disk

C-CSS-
03620

  7297 B0 functional approved unverified test The CSS-DCHW CI Bulletin Board Server
peripheral CD-ROM drives shall be
upgradeable/replaceable within the same product
family.

C-CSS-
03740

  7302 B0 performance approved unverified test The CSS-DCHW CI Enterprise Communications
Server shall be capable of meeting the capacity and
performance characteristics of  Appendix A of the
current version of 304-CD-005.

C-CSS-   7303 B0 performance approved unverified test The CSS-DCHW CI Local Communications Server
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03750 shall be capable of meeting the capacity and
performance characteristics of Appendix A of the
current version of 304-CD-005.

C-CSS-
03760

  7304 B0 performance approved unverified test The CSS-DCHW CI Bulletin Board Server shal be
capable of meeting the capacity and performance
charasteristics of  Appendix A of the current version
of 304-CD-005.


